






FINGER JOINT TOOLING

TYPES OF FINGER JOINTS
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FINGER JOINT LENGTH EXAMPLES

NON-STRUCTURAL

Thin Cutter: C16-217 	 	
	Joint = 5mm (.197”)
 Tip = 1.12mm (.044”) 

Thin Cutter: C16-104 		
	Joint = .250” (6.35mm)
 Tip = .047”(1.19mm)

Thin Cutter: C16-048 		
	Joint = .375” (9.53mm)
 Tip = .046” (1.17mm) 

Thin Cutter: C16-166 		
	Joint = 10mm (.394”)
 Tip = .60mm (.0236”) 

Thin Cutter: C16-190 	
	Joint = .661” (16.79mm)
 Tip = .044” (1.12mm) 

Thin Cutter: C16-275 	
	Joint = .635” (16.13mm) 
	Tip = .046” (1.17mm)

Thin Cutter: C16-159 		
	Joint = .625” (15.88mm) 
	Tip = .029” (.74mm)

Thin Cutter: C16-028 	
	Joint = .987” (25.07mm)*
 Tip =  .031” (.79mm)
*with .015” spacer

Thin Cutter: C16-139 	
	Joint = 1.125” (28.58mm)
 Tip =  .030” (.76mm)

Thin Cutter: C16-016 	
	Joint = 1.133” (28.78mm)**
	Tip =  .032” (.81mm)	
	**with .020” spacer

STRUCTURAL

SUB-STRUCTURAL

Thin Cutter: C16-343 		
	Joint = 4.7mm (.185”)
 Tip = 1.15mm (.0453”) 

Thin Cutter: C16-249 	 	
	Joint =  4.5mm (.177”)
 Tip = 1.12mm (.044”) 

Thin Cutter: C16-237 	 	
	Joint =  4mm (.157”)
 Tip =  .97mm (.038”)

Thin Cutter: C16-288 	 	
	Joint =  4mm (.157”)
 Tip = 1.12mm (.044”) 



Visit Aceco.com for all technical information, maintenance recommendations 
and trouble shooting issues. Downloads cover all aspects of AceCo tools: 

	 •	 Finger Joint Tooling
	 •	 Moulder Tooling
	 •	 Planer Tooling
	 •	 Assembly & Set-up Instructions
	 •	 Torque Specifications
	 •	 Grinding Procedures
	 •	 Operating Conditions: Feeds and Speeds
	 •	 Hydraulic Centering
	 •	 Balancing

AceCo GUARANTEE 
All of our products are guaranteed against defects in material and workmanship under normal use and service 
for a period of one year from the date of purchase.  AceCo Precision Manufacturing also guarantees our products 
to meet standards and tolerances as noted or specified per customer order.  This warranty applies to all AceCo 
products when used in a normal industrial environment.  Any tampering, misuse, or neglect will make this 
warranty null and void.  AceCo’s liability under this warranty is limited to repair of the product and/or replacement 
of parts and is given to purchasers in lieu of all other remedies, including incidental and consequential damages.  
There are no express warranties other than those specified herein.  There are no warranties that extend beyond 
the description on the face hereof.  No warranties, including but not limited to warranty of merchantability, shall 
be implied.  AceCo will obligate itself only for normal freight charges in cases of prepaid warranty shipments; 
special freight rates are not included. 

F.O.B. Point:	 All shipments are F.O.B. Boise, Idaho USA unless quoted otherwise.
Terms of Payment:	 Net 30 days.  A service charge of 1.5% per month (18% per annum) 	
	 applied to unpaid amount of any accounts 30 days past due.
Discounts:	 Quantity discounts are available upon request.
Prices:	 Prices are quoted in U.S. dollars and subject to change without notice.
Specifications:	 Product specifications are subject to change without notice.
Delivery:	 AceCo maintains an inventory level on many items displayed in this 	
	 catalog. Contact the factory for a delivery date on custom tooling and 	
	 high volume requirements.  

TECHNICAL INFO: www.aceco.com/woodtool

www.AceCo.com/woodtool
4419 Federal Way, Boise, Idaho 83716 USA

Phone: (208)343-7712 - Fax: (208)345-0740
Toll Free: 1(800)359-7012 - info@aceco.com




